**Wheatley, Q3150-H, Quintuplex, Plunger Pump**

**Specs**

- **Type:** quintuplex
- **Minimum Plunger Diameter:** ¾”
- **Maximum Plunger Diameter:** 1”
- **Stroke length:** 3½”
- **Maximum Working Pressure:** 10,000 PSI
- **Rod/Piston Load:** 6350lb
- **Gallons per Minute:** 26.2
- **Barrels per Day:** 898
- **Brake Horse Power:** 137.4

---

**Diagram:**

- The diagram shows the relationship between power (in HP) and flow rate (in GPM) for different plunger diameters and speeds.

---

**Table:**

<table>
<thead>
<tr>
<th>Pump</th>
<th>English Units</th>
<th>50 RPM</th>
<th>150 RPM</th>
<th>250 RPM</th>
<th>350 RPM</th>
<th>440 RPM</th>
</tr>
</thead>
<tbody>
<tr>
<td></td>
<td>Plunger Dia. In.</td>
<td>Plunger Area Sq. In.</td>
<td>BPD per RPM</td>
<td>GPM per RPM</td>
<td>Max Press. PSI</td>
<td>BPD</td>
</tr>
<tr>
<td>Q3150-H</td>
<td>1.000</td>
<td>0.7854</td>
<td>2.040</td>
<td>0.0595</td>
<td>8085</td>
<td>102.0</td>
</tr>
<tr>
<td></td>
<td>0.875</td>
<td>0.6013</td>
<td>1.562</td>
<td>0.0456</td>
<td>10560</td>
<td>78.09</td>
</tr>
<tr>
<td></td>
<td>0.750</td>
<td>0.4418</td>
<td>1.147</td>
<td>0.0335</td>
<td>14373</td>
<td>57.37</td>
</tr>
</tbody>
</table>

---

**Graph:**

- The graph illustrates the performance of the pump across different RPMs and power levels, showing how changes in plunger diameter affect the maximum pressure and flow rates.

---

**Contact Information:**

IEQ Industries Ltd
PO Box 230097
Grand Rapids, MI 49523
Phone: 800.544.9053 | 616.452.6882
Fax: 888.796.2653
Disclaimer

This website is intended as a reference tool only. It has been constructed from published data that is based on manufacturer's sales and engineering documents that are either current, historical and obsolete. Much of the machinery data contained herein has been re-rated through the years with different engineering criteria which maybe in conflict with legacy data. Much of the content published here is calculated online with the use of dynamic data using formulas and extrapolations considered to be sound engineering formulas and are correct to the degree that the data used is accurate. We have done our best to be as precise as as possible in this posting but do not represent any of the calculations or performance data to be entirely accurate. The data published here is intended to be general information rather than actual and to serve as a reference rather than a technical absolute. The user of such data should confirm such information independently.

Copyright and Disclaimers

WheatleyGaso.com is your resource for Gaso pumps, Gaso pump parts and a supplier of ORIGINAL GASO PARTS and equipment, new used and remanufactured Wheatley, GASO and Wheatley/GASO plunger and piston pumps and pump parts and is not affiliated with Wheatley/GASO Inc. or its parent company, National Oilwell Varco.
Copyright ©2015, IEG Industries LTD. All rights reserved, "Used under license from Intellectual Property Management Services, LLC